
FCC VERIFICATION
Certificate No.: JDO250104-2-F

Applicant: GUANGDONG DONE POWER TECHNOLOGY CO.,LTD.

Address:
No.3-1&3-2, Kanglong 3rd Road,Henglan Town Zhongshan,
Guangdong, 528478, China

Brand Name: DONE

Product Name: LED Driver

Model: See the product information on Annex 1

Standard(s): FCC Part 15 Subpart B; ANSI C63.4-2014

Equipment Authorization: Supplier's Declaration of Conformity
According to the relevant test report, the sample mentioned above has been found to comply with the
requirements of FCC Part 15 Subpart B regulation for the evaluation of Class B electromagnetic
compatibility.
The declaration is the responsibility of the manufacturer / importer.
This declaration is only valid in connection with test report number: STD-JDO250104-2-F.

The evaluations and test results referenced from this
declaration are relevant to the sample tested.
In addition, the manufacturer / importer shall keep the
documentation according to the requirements of the
relevant requirement

Test Laboratory

Supervisor:

Date:2025-07-21
(stamp)
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Certificate No.: JDO250104-2-F
Annex 1

Remark:

1.The “y” can be “A”, “S” or “X”. “A” = Adjustable Resistor. “S”=0-10V/PWM/Resistor Dimming

Function with Adjustable Resistor. “X”= 0-10V/PWM/Resistor Dimming Function with Adjustable

Resistor and AUX output: CV, 12VDC, 0.3A.

2.The “z” can be “A”, “S”, “X”, “CX” or “U”; “A”= Adjustable Resistor. “S”= 0-10V/PWM/Resistor

Dimming Function with Adjustable Resistor. “X”= 0-10V/PWM/Resistor Dimming Function with

Adjustable Resistor and AUX output: CV, 12VDC, 0.3A.“CX” = Adjustable Resistor, AUX output: CV,

12VDC, 0.3A, dimming function (adjust output current/power) via connecting external switch, optical

dimming function. “U” = Adjustable Resistor, AUX output: CV, 12VDC, 0.3A, dimming function (adjust

output current/power) via connecting external switch.
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Model

Input Rating Output Rating

Remark
Voltage

(Vac)

Frequency

(Hz)

Current

(A)

Power

(W)

Voltage

(Vdc)

Current

(A)

Max.

Power

(W)

DL-40Z-260y-PXG 100-277 50/60 0.5 45 180-260 0.08-0.2 40 These models use

the same circuit

diagram and PCB

layout.

DL-60Z-260y-PXG 100-277 50/60 0.7 65 180-260 0.15-0.3 60

DL-80Z-260y-PXG 100-277 50/60 0.95 90 180-260 0.23-0.4 80

DL-100Z-260y-PXG 100-277 50/60 1.2 120 180-260 0.23-0.5 100

DL-120Z-260z-PXG 100-277 50/60 1.35 135 180-260 0.25-0.6 120
As above.

DL-150Z-260z-PXG 100-277 50/60 1.7 165 180-260 0.4-0.75 150

DL-200Z-260z-PXG 100-277 50/60 2.3 213 180-260 0.55-1.05 200
As above.

DL-240Z-260z-PXG 100-277 50/60 2.7 262 180-260 0.75-1.25 240

DL-320Z-260z-PXG 100-277 50/60 4 380 180-260 0.92-1.6 320
As above.

DL-360Z-260z-PXG 100-277 50/60 4.5 400 180-260 0.97-1.8 360

mailto:admin@bestway-compliance.com

	The declaration is the responsibility of the manuf
	This declaration is only valid in connection wi

